
 

 

PARAMETERS 
Voltage: AC220V / 110V (50/60 HZ) 

Max. Current: 2.3A / 4.6A  

(Note: The proper voltage and current used accords to the nameplate at the back door of the 

game.) 

Max. Power: 500W 

Power for standby mode: 100W 

Coin size: φ21mm ~ φ31mm(diameter)   

1.2mm ~ 2.5mm(thickness) 

Capacity of coin box: about 2500 pcs with coin size φ25mm*1.5mm    

Location required: indoor use; temperature: -5~40°C ; RH > 90%;  no contact with any 

corrosive, greasiness and dirt. 

Dimensions for Whole Game: D1650mm*h3050mm 
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GAME SETTING 
Description:  

1. Open the door of chassis and find DIP SWI switches on the setting board: 

 

 

 

 

 

 

 

 

 

 

 

 

 

2. Set the game according to below chart: 

 
                                        
DIP SW1                                    
SETTING 

1 2 3 4 5 6 7 8 

1 coin OFF OFF             
2 coins ON OFF             
3 coins OFF ON             

No. of coin per 
play 

5 coins ON ON             
150 seconds     OFF OFF         
180 seconds     ON OFF         
240 seconds     OFF ON         

game time per 
game 

300 seconds     ON ON       
120 seconds         OFF OFF     
180 seconds         ON OFF     
90 seconds         OFF ON     

Standby time 
before playing 
background 

music 60 seconds         ON ON     
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3. Adjust the volume: 

(1) Open the service door of the game and find the volume potentiometer on main board, as 

photo shown below: 

 

 

 

 

 

 

 

 

 

 

 

 (2) Twist the volume potentiometer to adjust the volume. Clockwisely to decrease the volume, 

counterclockwisely to increase the volume.   
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