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HOW TO PLAY: 

After insert the coins, the machine gives out a ball, then you throw the ball into the fairway, hit the pins, the 

more pins you hit, the more tickets you will obtain. Game scoring mode like bowling game, the more times 

"all-in" in continuous, the more tickets you will obtain. 

 

Game score: 

ICON DESCRIPTION SCORING 

STRIKE  
All the ten pins are knocked down 
with first ball. 

10 + the knock-down pin numbers of last 2 
times  

SPARE  
All the remaining pins are knocked 
down with the second balls, that will 
be one spare.  

10 + the knock-down pin numbers of last time 

MISS  
Player can not knock down all the ten 
pins with two balls.  

Sum of 2 times knock down pins 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

球

游戏显示

球瓶

彩票机出口

投币入口

Game display  

Pins 

Ticket exit 
Bowling ball 

Coin slot 



 

                                                                                        2 

TECHNICAL PARAMETER 

VOLTAGE: AC220V/110V（50/60HZ） 

MAX. CURRENT: 4A/0.8A 

(Note: please refer to the nameplate located on the back of the games to check actual usage of voltage.) 

MAX. POWER: 100W 

STANDBY POWER: 55W 

COIN SIZE：φ21mm ~ φ31mm  (diameter) 

1.2mm ~ 2.5mm (thickness) 

CAPACITY OF COIN BOX: 1200pcs of coins with coin sizeφ25mm*1.5mm 

LOCATION REQUIRED: -5 ~ 40 , humidity is less than 90%. No contact with any corrosive liquid, no any ℃

greasiness and dirt.  

DIMENSIONS：L2700mm*W730mm*H2245mm 
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GAME SETTING:  

How to set: 

Press TEST button to enter setting screen, press the start button to select items, press the “SELECT” 

button to change the contents of the project. 

Game parameters adjustment: adjust the game content. 

 

 

 

 

 

 

 

 

GAME DATA SETTING INSTRUCTIONS:  

1 coins 1 Games: this setting is to decide for how many coins to play one game. If set to "1 coins 1 game", 

then put 1 coin can play 1 game. 

10 points for 1 ticket: this setting is to decide how many points wins 1ticket.  

If set to "10 points for 1 ticket", then the game will pay out 1 ticket for every 10 points. 

Lottery or No lottery. If set to "lottery", then the game will pay out tickets when the game ends. 

Language selection: this setting is to deside the display captions is Chinese or English.  

If set to "Chinese", the display captions is Chinese. 

请按测试按钮直到退出

语言选择  中文

出票或者不出票选择   出彩票

10     分出  1   张彩票

1   币玩   1   次游戏

游戏数据设定
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Adjust the game sound  

Adjust the volume 

 

 

 

 

 

 

 

 

 

Testing menu display and frame 

 

 

 

 

 

 

 

 

 

Test the sensors for pins and ball: 

Block the sensor, the display of the sensor you choose will change from 0 to 1, that means the sensor can 

work properly.  

 

 

 

 

请按测试按钮直到退出

当前音量值是：  50

调整音量
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ADJUSTMENT 

 

 ADJUT THE COIN MECH 

 

 

 

 

 

 

Descriptions: 

1) Please take out the plastic coin from sample coin chute and replace it with token.   

2) Remove the screws on back of coin entrance. Adjust the fixing chip on back of coin entrance according to 

the token’s diameter, which prevent blocking the coin mech as inserting the large coin in by mistake.   

3) Turn the COIN Switch to “NO” (COIN Signal wire and GND should be disconnected at usual time). 

Turning switch can be sed as the coin mech switch when the game is power on. 

4) Adjust the adjusting switch of COIN Signal wave length to 50MS. 

5) Adjust the micro-adjusting resistance of token tolerance. Clockwise: increasing the sensitivity of token 

tolerance, that is, the range of accepting the token tolerance will be larger.  Counter clockwise: decrease 

the sensitivity, that is, the range will be smaller and choose the token more strictly. 
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Adjust the board: 

  

 

 

 

 

 

 

 

 

 

 

Descriptions: 

Reset button: press this button to clear the data of coin saved in main board and reset the game settings to 

default settings. 

Volume potentiometer: twist this potentiometer with screw driver. Twist clockwisely to increase the volume, 

counterclockwisely to decrease the volume. 

Battery: this battery has memory function that will provide power to save the data of coin and game settings 

in main board when the power is cut off. If the data can not be saved when the power is cut off, please 

replace the battery. 

 

ADJUST THE VOLUME 

Adjustment methods: open the coin door,press the "TEST" button 2 times to adjust the screen and switch 

to the volume setting screen, press "SELECT" key to adjust the volume, the volume value is from small 

to large, from a minimum value 50 to maximum value 250. We adjust the volume value to change the 

speaker output volume, the adjustment range is 50-250, the minimum volume of speaker output 

volume is 50, when the volume value for output maximum volume is 250. 

below is the setting menu screen: 

 

主机板Main 

Battery  
Reset button 

Volume 
potentiometer 
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Adjust the volume 

 

 

 

 

 

 

 

 

 

Adjust volume 

The present value is: 50 

Pls press the test button until exit 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

请按测试按钮直到退出

当前音量值是：  50

调整音量
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TROUBLESHOOTING SHEET 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

NO. Problem possible causes solution

coin stuck in coin enrance take out the stuck coin and adjust the coin entrance
distance

coin signal wire is  loosen
check the signal wire make sure the connection is
good

coin selector is broken replace the coin selector

mainboard coin signal port failure replace the mainboard

ticket dispenser wire loosen check the wire connection of ticket dispenser

ticket board failure repair or replace the ticket board

ball sensor wire connection is blocked get through ball sensor the wire connection

ball sensor is  failure replace the sensor

motor drive board broken repair or replace the motor drive board

motor overcurrent fuse burned check the current, replace the same model fuse

without 24 Voltage
check the power supply out put and the wire
connection

motor is broken replace the motor

 light board wire connection is blocked get through the wiring of light board

no voltage supply to the light board
overcome the 12Votage supply failure of the light
board

ball out motor position testing switch
broken

get through the wiring of the motor

bal—out motor is broken replace the motor

ball testing micro switch is broken replace the ball testing micro switch

ball-out testing switch wiring is blocked get through testing switch wiring

ball-out testing switch is broken replace the testing switch

no sceen signal Check the VGA line and get through of it

mainboard broken Replace the mainboard

LCD monitor broken Replace the LCD monitor

LCD monitor power line loosen Well plug the monitor power line

speaker wire is loosen
check the speaker wire connection and make it
through

the speaker is  broken replace the speaker

volume is too low turn up the volume

no AC110V/220V input voltage check the AC110V/220V input voltage wiring

power supply no out put voltage repair or replace the power supply

mainboard is  not started repair or replace the mainboard

1 can’t insert coins

3 pin in testing invalid

2  no ticket out

7 ball-out testing invalid

bowling pins can not
move4

10
no action after turn on

the game,

5 5. no lights shinning

9
 no music during the

game playing

8
no display of LCD

monitor

6 no balls out
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